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QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY-LIFTING POWER  OPERATES DOORS UP TO 200 KG.

MAINTENANCE-FREE BELT  DRIVE  ENSURES QUIET & DURABLE OPERATION.

WARRANTY  MOTOR: 10 YEARS, CONTROL BOARD: 5 YEARS, ACCESSORIES:  
2 YEARS. 
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K E Y  F E A T U R E SSPACE-SAVING
Des ign max imizes  
versa t i l i t y

MYQ 
Bui l t  In

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

HEAVY LIFTING 
For  doors  up  to  200 kg

SMART
SPACE-SAVING DESIGN OPENS UP THE CE IL ING.

BELT DRIVE SYSTEM FOR POWERFUL PERFORMANCE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

MYQ MOBILE APP LETS USERS RECEIVE ALERTS AND CONTROL THE 
OPENER FROM ANYWHERE.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET  
AMOUNT OF T IME.  

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETTING & OBSTACLE DETECTION. 

FAILSAFE INFRARED SENSOR AUTO-REVERSES THE DOOR IF  THERE’S  
AN OBSTRUCTION. 

QUIET AND RELIABLE

SECURE & SAFE

INCLUDED ACCESSORIES:
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4 -CHANNEL  
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

2-BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

FAILSAFE SAFETY 
 SENSOR KIT 

Incl . wa l l  mount  and cab les . LED

ind ica tes  the  IR  sensors  cont inu i ty.

POWERFUL ADD-ONS:
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INTERNET GATEWAY  
MyQ techno logy  tha t  connects  to  the 

in ternet  and a l lows moni tor ing  and 

cont ro l  o f  the  garage door  opener.

GARAGE DOOR MONITOR  
MyQ enab led  techno logy  a l lows 

moni tor ing  and clos ing  up to  four  garage 

doors  f rom any  room in  the  house.

WIRELESS KEYPAD   
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

LED FLASHING LIGHT   
Lamp f lashes  whi le  the  dr ive

is  in  ac t ion . App l icab le  fo r  a l l

garage door  and ga te  door  openers .

M A S T E R F U L  E N G I N E E R I N G .

 - Heavy-Duty  24 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 80 cm Power  Cord 

(Euro  p lug ) 1

POWER

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Quiet  Bel t  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing  

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion  thanks  to  Be l t  Dr ive

 - 90° Rotat ion of  Power  Head  fo r  Space Sav ing
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MYQ  DC GARAGE DOOR OPENER 

FOR DOORS UP TO 200 KG.

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Automat ic  Tro l ley  Reconnect

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - F lash ing  L ight  Connector

 - Door- in-Door  Connector

 - Timer  to  C lose  (automat ic  close )  Programming  
(when safe ty  sensors  connected)

S A F E T Y  A N D  
S E C U R I T Y .
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 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and MyQ accessor ies . 

 - Enab les  moni tor ing  and cont ro l  o f 
garage door  openers  cont ro ls  v ia 
smar tphone, tab le t  o r  computer.

 - Rece iver  wi th  180 memory 
reg is ters .

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2
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433/868 MHz

S T A N D A R D  S P E C S .

MECHANICS

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz Tr i -Band 2

 - Garage Door  Opener : Frequency  Ag i le 
on  433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

High Range: 
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 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

Per  second
for  door 
to  move 

downward

130 mm

130 mm

EVOLUTION RADIO (Securi ty+ 2.0®)

205 mm

110 m
m

380 mm
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Max.
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Per  second

for  door  
to  move  
upward


